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Circus PL 50-75 LED

CEUSA

INSTALLING INSTRUCTIONS DRAWN BY

CEUSA

N.O.

ALL OPERATIONS MUST BE CARRIED OUT BY QUALIFIED PERSON

LL

N N

2 Connect the lamp to the main power using the connectors provided.
You can also connect the dimmer if your electrical system has it.
-----------------------------------------------------------------------------------------------
Connettere la lampada all'impianto elettrico utilizzando i connettori forniti.
Potete connettere anche il dimmer se l'impianto ne è fornito.

Fix the bracket to the ceiling
(use appropriate anchors
depending on the type of wall).
----------------------------------------
Fissare la staffa al soffitto
(utilizzare tasselli appropriati
in relazione al tipo di soffitto).

1

3 Fix the LED system to the ceiling bracket using 
the central nut.
---------------------------------------------------------------
Fissare il sistema LED alla staffa usando la vite 
centrale
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Circus PL 50-75 LED

ALL OPERATIONS MUST BE CARRIED OUT BY QUALIFIED PERSON

5 Insert the diffuser from the bottom of the shade.
---------------------------------------------------------------
Inserire il diffusore dalla parte inferiore del 
paralume.

Align the shade pivots with the central cross and unscrew the nuts.
-----------------------------------------------------------------------------------------
Allineare i perni del telaio con la croce centrale e svitare i dadi.
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professional led applications

Made in ItalyDirect current dimmable electronic drivers with DIP-SWITCH
Alimentatori elettronici regolabili in corrente continua con DIP-SWITCH

RIPPLE
FREE

DAMP
LOCATION 05

UL-CLASS2

CSA-LVLE SAA-142180-EA

(2)

R - 41049751

IS 15885
(Part 2 / Sec 13)

(3)
ONLY 123314

99
3,90’’

110
4,33’’

64
2,52’’

30
1,18’’

76
2,99’’

Weight - Peso gr. 225 / 7,9 oz.
Pcs - Pezzi 40

Compatible with ZHAGA (AM2)

DALI diagram - Collegamento DALI
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professional led applications

Made in ItalyDirect current dimmable electronic drivers with DIP-SWITCH
Alimentatori elettronici regolabili in corrente continua con DIP-SWITCH
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Wiring diagram - Schema di collegamento 

1...10 V diagram - Collegamento 1...10 VPUSH diagram - Collegamento PUSH

SEC
_

+
12Vaux

I-SET
NTC

SIGNAL GND

SEC
_
+

12Vaux
I-SET
NTC

SIGNAL GND

LEDSEC
_

+
12Vaux

I-SET
NTC

SIGNAL GND

SEC
_

+
12Vaux

I-SET
NTC

SIGNAL GND

SYNC

Vin

VinVin

Vin

99
3,90’’

110
4,33’’

64
2,52’’

30
1,18’’

76
2,99’’

Compatible with ZHAGA (AM2)


