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ALL OPERATIONS MUST BE CARRIED OUT BY QUALIFIED PERSON

INSTALLING INSTRUCTIONS DRAWN BY

! During the assembly, or when replacing 
a bulb, verify the presence of the gasket 
(o-ring), between the ring nut  and the 
glass.
Insert the glass until insert it up to the 
bottom.
Warning! Thread the glass by applying 
pressure and not rotating it.
If the glass or the gasket are damaged, 
do not connect the power unit and 
replace them.
------------------------------------------------------
Nel montaggio o nella sostituzione della 
lampadina, verificare sempre la 
presenza della guarnizione (o-ring), tra 
ghiera e vetro.
Inserire il vetro fino ad infilarlo fino in 
fondo.
Attenzione! Infilare il vetro applicando 
una pressione e non ruotandolo.
Se il vetro o la guarnizione risultano 
danneggiati, non collegare 
l'alimentazione e sostituirli. 

1 Insert the bulb in the support, insert the protection glass.
Apply the joining device to the cable.
--------------------------------------------------------------------------------------
Inserire la lampadina nel supporto, infilare il vetro di protezione.
Applicare al cavo il dispositivo di giunzione fornito.
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ISTRUZIONI DI MONTAGGIO
 INSTALLATION INSTRUCTION

  micro-connector TH381
 
2 poles 

 

Rimozione isolante (X) 
Insulation removal (X) 

max. 20 
mm 

Spellatura del  
conduttore (Y) 
Wire stripping (Y) 

10 mm 

7.0mm - 8.0 mm

Gommino
Grommet

Cavo Cable
min. - max.

5.8 mm - 6.9 mm

4 mm - 5.5 mm

2 Cavi
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max.  
0.2 Nm 
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3a Utilizzo chiave rapida  
per avvitare il pressacavo 

Utilizzo chiave rapida  
per avvitare il pressacavo 

 
 
 max. 1.0 Nm  

4 




